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1 
Thts invention appertains fo novel and useful 
improvements in devlces for use as flshing aP- 
purtenances. 
An obJect of this invention is to reduce the cost 
of flshtng rods and reels by simplictty of struc- 
ture. 
Another object of this invention is to provide 
a combined flshing rod and reel, whereby the 
actuatton mechanism and particularly the han- 
dle thereof is provided in such a manner as to be 
interchangeable for use by a leït-handed or 
hight-handed individual. 
Another object of this invention is fo detach- 
ably support a rod on a housing, which housing is 
uttltzed for the purpose of journaling a reel and 
also for the purpose of provtding a handle. 
Another object of Lhis invention is to provide 
a simplifled brake mechanism for use in associa- 
tion with the present invention, which mecha- 
nism is interchangeable to eiter the right or left 
side of the supporting members therefor, where- 
by it may be used effectively by either right 
handed or left handed persons. 
Another object of this invention is to provide 
a metallic structure throughout, whereby the 
article of manufacture may be ruade from one 
type of stock, substantially, tereby obviating the 
necessity of dealing with various divergent 
sources of materials. 
Ancillary objects and features of novlty will 
become apparent to those skilled in the art, in 
following the description of the preferred form 
of the invention, illustrated in the accompanying 
drawings, wherein: 
Figure 1 is an exploded plan view of one form 
of the invention; 
Figure 2 is an end view of the invention shown 
in Figure 1, showing the saine in assembled form; 
Figure 3 ts a fragmentary sectional view illus- 
trating details of construction of the invention; 
Figure 4 is an elevational side view of the in- 
vention shown in Figure 2; 
Figure 5 is an elevational side view of the in- 
vention shown in Figure 4, showing various com- 
ponents in a reverse position for operation by 
rlght handed persons; 
Figure 6 ts a perspective view of a bearing 
block or bracket utilized in association with the 
present invention; and 
Figure 7 is a perspective view of a second bear- 
ing block forming a portion of the invention. 
This invention bas been develoPed to provide 
a device for economy of manufacture of an im- 
proved flshing appurtenance. A combined flsh- 
ing rod and reel is supplied of substantially only 
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one material, preferably metallic, and may be 
manufactured by various relatively inexpenstve 
machine operations including stamping, bending 
and the like. 
5 It is further within the puview of the present 
invention to supply a simplifled device whereby 
either left handed or right handed individuals 
may utilize the saine effectively by simple manip- 
ulation and rearrangement of elements. 
10 As is seen best in Figure 1, a housing generally 
indicated at 10 is provided of a bottom portion 
! 2 having substantially right angularly exteniing 
iides 4 and 6, respectively. 
Detachably secured between the said sides 4 
15 and 6 is a rod 18 which may be either substan- 
tially fiat and tapering at te end, or if desired, 
may be creased or otherwise treated for rigidity 
in accordance with the design desired. It is fur- 
ther within the purview and contemplation of the 
2O present invention to provide either a circular or 
non-circular rod in lieu of the rod 8 as an alter- 
nate construction. 
One terminal portion of the said rod 8 is sup- 
plied with a guide 20 having an aperture 22 
 25 therein, which aperture is obviously utilized for 
...... the purpose of entraining a flshing line therer 
through. The opposite end of the said rod 8 may 
be maintained in place through the utility of a 
conventional screw 24 having te usual appur- 
.30 tenance at 26 associated therewith. The extreme 
' end of the rod 8 is maintained beneat the 
bracket 28 (Figure 6) which is secured by 
standard means to the bottom I. , 
Thii bracket 28 includes a pair of places 30 
35 and 32, respectively, which are spaced by means 
of an apertured tying member 34 integral with 
the side plates $0 and $. It will be noted that 
the lower portion of the rie plate $4 is cut away 
in order to accommodate the extreme terminal 
40 of the said rod  thereunder. The aperture 
38 therein is also utilized for the purpose of a 
guide for a conventional flshing line. 
 The handle portion 40 may be formed integral 
with the said housing, and is provided with a 
45 plurality of apertures 42 therein for additional 
strength and rigidity as well as for forming an 
eflïcacious grip. Of course, whm-e it is round de- 
sirable, the flnished product may be supplied 
with a covering over the handle 40, this being a 
50 marrer of choice. 
A second bracket 44 is secured by standard 
means to the bottom ! 2 and includes a pair of side 
plates 46 and 48, respectively, which are con- 
nected by a rie plate @. The rie plate is integral 
55 with the side plates 46 and 8, thereby forming a 



3 
bracket. If will be noted at this point that the 
side plates 46, 48 and 0, 2 have arcuate edges 
which taper toward each other when positioned 
between the sides la and 16, respectively, of the 
said housing. If is between these arcuate edges 
that a reel 52 is positioned. 
The said reel is of substantially conventional 
description and preferably includes a substan= 
tial hub .54 having an aperture 
accommodation of a set screw 611. This set screw 
is adapted fo match with an aperturi 62 which is 
formed in a shaft 64. Of course, the aperture 
is internally threaded for detachably seating the 
set screw 611. 
Viewing Figure 1, it will be seen that the said 
shaft 64 is supplied with a substantially 
conical recess or aperture 66 t one end and a 
threaded bore 611 at the opposite end. The said 
threaded bore is adapted to accommodate a con- 
ventional handle 70 through the medium of a 
conentional screw 72. The said substantially 
frusro-conical aperture 66 is cooperative vith a 
conical ctutch element 7 in order to form 
friction brake. 
It will be noted that the substantially conical 
cluth element 7 is attached to an arm 76 which 
may be resilient, if round desirable. This arm has 
a pair of apertures therein, one of which accom- 
modates an anchoring screw 78, while the other 
accommodates a set screw 011. The said set screw 
is adapted tobe received in a threaded aperture 
82, while the said anchoring screw 78 is adapted 
to be received in a spaced aperture 8. These 
apertures are of course formed in the sides 
and I, whereby the handle 
its various appurtenances c0ntiguous thereto 
may be reversed in the housing I 0 or left handed 
oz right handed operation of the invention. Also, 
itis 7eadily appreciated that upon manipulation 
of the set screw 80, the conical clutch element 0 
71 will be selectively rictionally pressed within 
the aperture 66 or released therefrom. 
In the desired location on the bottom 12 of the 
said housing, a finger test element 90 may be 
tamped rom the stock thereof or attached 
thereto, as desired. However, it will be noted 
th itis perferable fo simply stamp the finger 
mechanism from the stock of the housing, there- 
by minimizing the cost of production. 
lrom the foregoing, a clear understanding of 
the operation of the invention is deemed readily 
apparent. However, if is apparent that certain 
variations may be ruade without departing from 
the spirit thereof. Accordingly, limitation is 
sought only in accordance with the scope of the 
following claires. 
Having described the invention, what is 
claimed as new is: 
1. A fishing rod and reel comprising a housing 
Which includes a bottom with upstanding fiat 
sides, a handle projecting rearwardly from said 
sides, a reel disposed between said sides and 
having means for operating said reel, a fiat rod 
disposed between said sides and projecting from 
the end thereof remote from said handle, a 
bracket disposed between said sides and having 
one end of said rod releasably accommodated 
thereby, and means securing said rod fo the bot- 
tom o said housing. 
2. A fishing rod and reel comprising a housing 
which includes a bottom with upstanding fiat 
sids, a handle projecting rearwardly from said 
sides, a reel disposed between said sides and hav- 
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ing means for operating said reel, a fiat rod 
disposed between said sides and projecting from 
the end thereof remote from said handle, a 
bracket disposed between said sides and having 
5 one end of said rod releasably accommodated 
thereby, and means securing said rod fo the bot- 
tom of said housing, a brake operatively con- 
nected with said reel, a second bracket mounted 
between said sides and remote from said first 
10 mentioned bracket, and means ïastening said 
brake fo one of said sides adjacent said second 
bracket. 
3. In a fishing rod a housing constituting a 
means to support a reel, said housing including 
15 a bottom with upstanding fiat sides rising from 
opposite edges thereof, a handle projecting rear- 
. wardly rom sid sides and flxed to said bottom, 
said sides having aligned apertures therein fo 
accommodate a reel shaft, a rod extending for= 
20 wardly of said housing- and including a fiat rear 
end overlying said bottom vall and disposed 
between said sides, means securing the fiat rear 
end of said rod fo and against said bottom of 
said housing. 
25 4. In a Eshing rod a housing constituting a 
means to support a reel, said housing including a 
bottom with ipsçanding fiat sides rising from 
opposite edges thereof, a handle projeting rear- 
w.ardly from said sidés and fixed o said bottom, 
-30 said sides having aligned apertures theren to 
accommodate á reel shaft, a rod extendlng for- 
wardly of said housing ard including a fiat rear 
end, means seeuring the rear end of said rod fo 
and against said bottom of said housing and be- 
tween said ides, a bracket disposed bétween said 
sides and haring the inner .end o Said rod dls- 
posed under a part thereof. 
5. A fishing rod comprising an elongated chan- 
nel member having orward and rear ends and 
sid walls extending throughout ifs length and 
joined by a bottom wall, said side walls being 
separated intermediate their ends fo form for- 
ward and rear portions, the rear portions of sald 
side walls being bent lnwardly toward eah other 
ai their upper portions ço form a hand grip, a 
bracket secured between the forward portions 
of said side walls, a rod having a fiat rear end 
resting against the bottom wall ai the forward 
end thereof and between the torward ends of said 
side wals, said bracket having a notch accom- 
modating the rear end of said ïod, and a fastener 
detachably securing the rear end of said rod 
against said bottom wall and retaining said rear 
end of said rod in said notch. 
JACK BEICHAK. 
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